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I N D E X . L I F T M A S T E R .

T h e  b r a n d  f o r  t h e  p r o f e s s i o n a l .

LiftMaster is a brand by the Chamberlain Group. As a leading provider of convenience and security products for 

homes and businesses worldwide, Chamberlain’s strong foundation emanates from the millions of products manu-

factured and sold since the early 1960s. Around the world, there are more Chamberlain openers installed than any 

other brand.

LiftMaster‘s residential products offer a broad selection in terms of performance, features, and durability. They are 

made to suit the expectation of a professional installer to provide excellent service to homeowners.

They are also proven to withstand even the harshest of elements and years of extended use and are available with 

innovative accessories designed to make home access even more convenient.

S M A R T  C O N N E C T I O N S .

T h e  s m a r t  s o l u t i o n  f o r  y o u r  b u s i n e s s .

SMART  BUSINESS

SMART  CONNECTIVITY

SMART  CONNECTIONS.

SMART  PRODUCTS SMART  PARTNERSHIPS

SMART  IDENTITY SMART  IDEAS

SMART CONNECTIVITY:
Our smart connectivity solution MyQ is intuitive, reliable, secure and 

independent.

SMART PRODUCTS:
Smart products such as our MyQ compatible garage door openers 

will make you more competitive.

SMART PARTNERSHIPS:
Smart strategic partnerships with Google Nest, Apple and many 

more deliver decisive competitive advantages.

SMART BUSINESS:
You benefit from smart business solutions that include our sales app 

and digital media portal.

SMART IDENTITY:
With the world’s market leader LiftMaster, you can rely on a global 

player with a strong and smart identity.

SMART IDEAS:
Smart ideas such as the integration of MyQ technology in vehicles 

help you to prepare your business for the future.
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I N N O V A T I V E  W I - F I  T E C H N O L O G Y .

* only LM3800W model

BENEFITS OF TECHNOLOGY:

-  quick and easy setup directly on the  
drive via smartphone or tablet

- no separate gateway required

INTUITIVE AND FAST SETUP

1. 

2. 

3. 
Establish WI-FI connection to the router

Create a MyQ Account

Add drive and get started

The state-of-the-art design of the Evolution line is the winner of a consumer design study. 10 design 

concepts were presented to ~1,000 consumers in 5 different countries in Europe.

Sustainability, innovation and design are supported by an increased travel speed, a fine set of accessories 

and warranty periods up to 10 years. This combination is second to none and will provide the user with the 

great experience one can expect from a world market leader.

0,8W

10

MyQ provides revolutionary technology for sectional

garage doors automation. MyQ will make life easier

as it allows monitoring and controlling the garage

door from anywhere in the world by smartphone, tablet

or computer. 

Sustainability – the low standby power consumption 

corresponds to savings of €10,00 per year compared to the 

majority of garage door openers that are installed around 

the world. 

Confidently know what’s going on at 

home with MyQ technology.

We have a full range of products that 

helps the homeowner to monitor and 

control the garage door or gate by 

connecting with smartphone, tablet or 

computer.

Staying connected and in control has 

never been easier.

LiftMaster‘s MyQ technology is one of the Technology Partners that integrates 

with Nest Learning Thermostat and the Nest Cameras interact. LiftMaster MyQ 

users are able to set their Nest Learning Thermostat and Nest Cam using the 

MyQ app.

The quiet and smooth operation is second to none, too – try 

it out!

Saving up to 50% installation time. With only using one size 

tool, you can assemble the complete installation within se-

conds.

We also increase the warranty period to a maximum of 10 year 

(LM130EVS) to demonstrate that LiftMaster provides premium 

quality products. 

Evolution Radio (Security+ 2.0) provides the most reliable 

frequency we ever offered. Evolution garage door openers 

are equipped with our best radio performance ever.

Long-lasting LEDs (up to 50,000  hours of service), no 

warm up phase, so the light is bright immediately. 

The LiftMaster LM80EVF and LM100EVF models have an 

opening speed of max. 200mm/s which puts them in pole 

position in our portfolio.

D E S I G N  M E E T S  T E C H N O L O G Y .

C O N V I N C I N G  P R O D U C T  F E A T U R E S .

Q U A L I T Y  P R O M I S E . L I F T M A S T E R  W O R K S  W I T H  N E S T .

The quality mission of LiftMaster is to exceed the expectations of our customers by providing exceptional products 

and services. We put quality at the forefront of everything we do, understanding that each of us is accountable and 

committed to continually improving the effectiveness of our Quality Management System and achieving quality 

objectives.

G A R A G E  D O O R  O P E N E R S  W I T H  M Y Q  T E C H N O L O G Y .
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NEW!

L M 3 8 0 0 W  3 6 Nm
W I - F I  M Y Q  D C  P L U G - I N  G A R A G E  D O O R  O P E N E R
F O R  D O O R S  U P  T O  1 3 0  K G

M a i n t e n a n c e - f r e e  p l u g - i n  g a r a g e  d o o r  o p e n e r  f o r  s e c t i o n a l  d o o r s .

WI-FI  MYQ DC PLUG- IN GARAGE DOOR OPENER
L M 3 8 0 0 W

WIRELESS KEYPAD   
Prov ides  conven ient , secure  access

f rom outs ide  the  garage wi th  a  4-d ig i t 

P IN , temporar y  P IN poss ib le .

7
4

7
EV

4
8

5
EU

BACK-UP BATTERY  
Bat ter y  s ta tus  v ia  LED

Ready to  p lug  in  12 V. 4

 - Res ident ia l -Duty  12 V  DC 

 - Automat ic  Thermal  Pro tec t ion

 - Permanent  Lubr ica t ion

 - Opera t ing  Tempera ture :-30°C 

to  55°C

MOTOR
 - 230-240 V  AC

 - 50 Hz

 - 2 .6  W Stand-by  Power

 - 170 cm Power  Cord 

(Euro  p lug ) 1

 - VImproved cable  rout ing th rough in tegra ted  cab le  duct

 - High Qual i ty  Cover 

 - Battery  compartment  integrated in  the  dr ive  un i t

 - Rel iable  and powerful  plug- in  garage door  opener 

Automat ic  Force  Set t ing

 - Electronic  L imits  fo r  Easy  Setup

 - Quick re lease

3 6 Nm
WI-F I  MYQ DC PLUG- IN GARAGE DOOR OPENER

FOR DOORS UP TO 130 KG

 - Down Safe ty  Reverse

 - 2 . Lock can be  connected (opt iona l  841EU)

 - Up Safe ty  S top

 - Sof t -s tar t  and Sof t -s top

 - Timer  to  C lose  (automat ic  close )  Programming (when safe ty 
sensors  connected)

 - Up to  2  cab le  tens ion  moni tor  swi tches  can be  connected

 - F lash ing  L ight  Connector

S I C H E R H E I T .

CARTON:  39.5  cm x  24.3  cm x  23.5  cm

 - P lug- in  garage door  opener  (36Nm)

 - Two 4-But ton  Remote  Cont ro l  (TX4EVF)

 - Coup l ing , E-Lock

 - MyQ Remote  LED L ight

SM
AR

T

Rounds per 
minute 

fo r  door 
to  move 
upward

KARTON

Rounds per 
minute

for  door 
to  move 

downward

36 U/min.

20 U/min.

S H I P P I N G .
SHIPPING WEIGHT 
( in  kg )

 - Prov ides  2-way communica t ion 
f rom garage door  opener  
and accessor ies . 

 - Rece iver  wi th  64 memory 
reg is ters .

868 / 433 MHZ
WI-FI 2.4 GHZ

4-But ton Remote Contro l  (TX4EVF) 
 - Remote  Cont ro l : 868 MHz
 - Garage Door  Opener : 433 and 868 MHz
 - Copy-Pro tec ted  Cod ing

7
7

2
E

041A
9264

TX
4

EV
S

 COUPLING
Ensures  a  secure  connect ion  between  

the  shaf t  and the  dr ive .

E-LOCK 12V  
Automat ica l l y  locks  the  garage door 

ever y  t ime you closed i t .

MYQ REMOTE LED LIGHT  
Long- las t ing  LED l ight  wi th  low power 

consumpt ion  fo r  f lex ib le  pos i t ion ing 

(1 ,500 lm) .

CABLE TENSION MONITOR
Increases  sa fe ty  and prevents

the  door  f rom crash ing down.

 Cab le  included.

INCLUDED ACCESSORIES:
K E Y  F E A T U R E S

QUIET DC MOTOR ELIMINATES NOISE AND VIBRATIONS THROUGH THE 
CEILING AND PROVIDES SMOOTH OPERATION.

HEAVY  LIFTING POWER  OPERATES DOORS UP TO 130 KG.

WARRANTY  MOTOR: 5 YEARS, CONTROL BOARD: 5 YEARS ACCESSORIES: 2 
YEARS.

SMART
INTINTEGRATED WIFI  INTERFACE. ENABLES A S IMPLE AND QUICK 
SETUP V IA  A  SMARTPHONE. NO SEPARATE ACCESSORIES REQUIRED.

SPACE-SAVING DESIGN OFFERS SPACE FOR MORE.

SOFT-START AND SOFT-STOP FOR SMOOTH OPERATION.

INCLUDED E-LOCK MAKES UNAUTHORISED ACCESS TO THE GARAGE 
MORE D IFF ICULT. UP TO TWO LOCKS CAN BE CONNECTED.

MYQ REMOTE-LED-LIGHT. LONG-LASTING AND BRIGHT LED L IGHT. MYQ-
COMPATIBLE. MULTIPLE L IGHTS CAN BE CONNECTED. CAN BE OPERATED 
BY SMARTPHONE OR REMOTE CONTROL.

AUTOMATIC GARAGE DOOR OPENERS IMPEDE UNAUTHORIZED ACCESS 
TO THE GARAGE.

TIMER-TO-CLOSE AUTOMATICALLY CLOSES THE DOOR AFTER A PRESET 
AMOUNT OF T IME.

EVOLUTION RADIO (SECURITY+ 2.0®)  SENDS A NEW CODE WITH EVERY 
REMOTE CL ICK.

AUTOMATIC FORCE SETT ING & OBSTACLE DETECTION. 

OPTIONAL BACK-UP BATTERY FOR POWER OUTAGES. TO BE INSTALLED 
IN  THE INTEGRATED DRIVE’S  BATTERY COMPARTMENT .

QUIET AND RELIABLE

SECURE & SAFE

POWERFUL ADD-ONS:

FAILSAFE SAFETY SENSOR 
Compat ib le  wi th  a l l  L i f tMaster

garage and ex terna l  door  motors .

4-CHANNEL
REMOTE CONTROL  

The s l id ing  cover  prevents  the  

consumer  f rom un in tended opera t ion .

M A S T E R F U L  E N G I N E E R I N G .
POWER

MECHANICS

MYQ RADIO

S T A N D A R D  S P E C S .

SE
CU

RE

EVOLUTION RADIO (Securi ty+ 2.0®)

HOMELINK® COMPATIBLE 
(VERSION V OR SOFTWARE REV. 8)2

1 UK adapter available.

2 May require an external adapter depending on the model and year of your vehicle. Visit HomeLink.com 
for additional information. 

High Range:

Max.

Max.

TX
4

EV
F

8
4

1
EU

0
4

1
-0

0
0

3
8

2
7

EV

4 -CHANNEL
REMOTE CONTROL  

Opera tes  up to  4  openers . Compact  to 

prov ide  qu ick , easy  garage access .

EL
EC

TR
IC

AL

 - LED turns  on  wi th 
ac t iva t ion

 - Turns  o f f  2 .5  minutes 
a f te r  opera t ion

 - 0 .8  W Stand-by  Power

LIGHTING 
LED LIGHT

IN
NOVA

TIO
N

HIGHLIG
HT

WALL MOUNT 
RESIDENTIAL WI-FI 
GARAGE DOOR OPENER
fo r  qu ick  and easy  MyQ setup

SPACE-SAVING 
des ign  a l lows  
versa t i le  app l ica t ion 

LIFTING POWER
fo r  doors  up  to  130 kg

5,5 m

3 mMax 130 kg

191 mm

560 m
m

188 mm
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6 m

3,5 mMax 200 kg

QUIET DC MOTOR ELIMINATES NOISE AND VIBRATIONS THROUGH THE 
CEILING AND PROVIDES SMOOTH OPERATION.

HEAVY-LIFTING POWER  OPERATES DOORS UP TO 200 KG.

MAINTENANCE-FREE BELT  DRIVE  ENSURES QUIET & DURABLE OPERATION.

WARRANTY  MOTOR: 10 YEARS, CONTROL BOARD: 5 YEARS, ACCESSORIES:  
2 YEARS. 

L M 1 3 0 E V F  1 3 0 0 N
M Y Q  D C  G A R A G E  D O O R  O P E N E R
F O R  D O O R S  U P  T O  2 0 0  K G

M a i n t e n a n c e - f r e e ,  u l t r a - q u i e t  i n c l u d i n g  s a f e t y  s e n s o r s  a n d  L E D  l i g h t .  

M Y Q  D C  G A R A G E  D O O R  O P E N E R 
L M 1 3 0 E V F

K E Y  F E A T U R E SSPACE-SAVING
Des ign max imizes  
versa t i l i t y

MYQ 
Bui l t  In

LED LIGHT  
LED turns  on  wi th  ac t iva t ion

HEAVY LIFTING 
For  doors  up  to  200 kg

SMART
SPACE-SAVING DESIGN OPENS UP THE CE IL ING.

BELT DRIVE SYSTEM FOR POWERFUL PERFORMANCE.

SOFT-START AND SOFT-STOP FOR SMOOTH OPERATION.

MYQ MOBILE APP LETS USERS RECEIVE ALERTS AND CONTROL THE 
OPENER FROM ANYWHERE.

AUTOMATIC GARAGE DOOR OPENERS IMPEDE UNAUTHORIZED ACCESS 
TO THE GARAGE.

TIMER-TO-CLOSE AUTOMATICALLY CLOSES THE DOOR AFTER A PRESET  
AMOUNT OF T IME.  

EVOLUTION RADIO (SECURITY+ 2.0®)  SENDS A NEW CODE WITH EVERY 
REMOTE CL ICK.

AUTOMATIC FORCE SETTING & OBSTACLE DETECTION. 

FAILSAFE INFRARED SENSOR AUTO-REVERSES THE DOOR IF  THERE’S  
AN OBSTRUCTION. 

QUIET AND RELIABLE

SECURE & SAFE

INCLUDED ACCESSORIES:

1
2

8
EV

7
7

1
EV

K

4 -CHANNEL  
REMOTE CONTROL  

Opera tes  up to  4  openers . Compact  to 

prov ide  qu ick , easy  garage access .

2-BUTTON WIRELESS
WALL CONTROL  

Opera tes  up to  2  openers . Cont ro l  your 

garage door  wi thout  a  remote  cont ro l .

FAILSAFE SAFETY 
 SENSOR KIT 

Incl . wa l l  mount  and cab les . LED

ind ica tes  the  IR  sensors  cont inu i ty.

POWERFUL ADD-ONS:

8
2

8
EV

8
2

9
EV

7
4

7
EV

FLA
1

-LED

INTERNET GATEWAY  
MyQ techno logy  tha t  connects  to  the 

in ternet  and a l lows moni tor ing  and 

cont ro l  o f  the  garage door  opener.

GARAGE DOOR MONITOR  
MyQ enab led  techno logy  a l lows 

moni tor ing  and clos ing  up to  four  garage 

doors  f rom any  room in  the  house.

WIRELESS KEYPAD   
Prov ides  conven ient , secure  access

f rom outs ide  the  garage wi th  a  4-d ig i t 

P IN , temporar y  P IN poss ib le .

LED FLASHING LIGHT   
Lamp f lashes  whi le  the  dr ive

is  in  ac t ion . App l icab le  fo r  a l l

garage door  and ga te  door  openers .

7.5

M A S T E R F U L  E N G I N E E R I N G .

 - Heavy-Duty  24 V  DC 

 - Automat ic  Thermal  Pro tec t ion

 - Permanent  Lubr ica t ion

 - Opera t ing  Tempera ture : -30°C 

to  55°C

MOTOR
 - 230-240 V  AC

 - 50/60 Hz  Vo l tage

 - 0 .8  W Stand-by  Power

 - 80 cm Power  Cord 

(Euro  p lug ) 1

POWER

 - High Qual i ty  Chass is  and Cover 

 - Rel iable  & Quiet  Bel t  Dr ive  Mechan ism

 - Automat ic  Force  Set t ing  

 - Electronic  L imits  fo r  Easy  Setup

 - Maintenance-Free  Opera t ion  thanks  to  Be l t  Dr ive

 - 90° Rotat ion of  Power  Head  fo r  Space Sav ing

1 3 0 0 N
MYQ  DC GARAGE DOOR OPENER 

FOR DOORS UP TO 200 KG.

 - Ex terna l  Qu ick  Re lease (opt iona l )

 - Automat ic  Tro l ley  Reconnect

 - Down Safe ty  Reverse

 - Up Safe ty  S top

 - F lash ing  L ight  Connector

 - Door- in-Door  Connector

 - Timer  to  C lose  (automat ic  close )  Programming  
(when safe ty  sensors  connected)

S A F E T Y  A N D  S E C U R I T Y .

SE
CU

RE
CARTON:  39.6  cm x  24.3  cm x  24 cm

 - Garage Door  Opener  Head (1300N)

 - Two 4-But ton  Remote  Cont ro l  (TX4EVF)

 - 2-But ton  Wi re less  Wal l  Cont ro l  (128EV)

 - Fa i l sa fe  Safe ty  Sensor  K i t  (771EVK)

 - Prov ides  2-way communica t ion 
f rom garage door  opener  
and MyQ accessor ies . 

 - Enab les  moni tor ing  and cont ro l  o f 
garage door  openers  cont ro ls  v ia 
smar tphone, tab le t  o r  computer.

 - Rece iver  wi th  180 memory 
reg is ters .

HOMELINK® COMPATIBLE 
(VERSION V OR SOFTWARE REV. 8)2

SM
AR

T MyQ RADIO

433/868 MHz

S T A N D A R D  S P E C S .

MECHANICS

4-But ton Remote Contro l  (TX4EVF) 
 - Remote  Cont ro l : 868 MHz Tr i -Band
 - Garage Door  Opener : Frequency  Ag i le 
on  433 and 868 MHz
 - Copy-Pro tec ted  Cod ing

1 UK adapter available.

2 May require an external adapter depending on the model and year of your vehicle. Visit HomeLink.com 
for additional information. 

High Range: 

Per  second
for  door  
to  move  
upward

EL
EC

TR
IC

AL

 - LED turns  on  wi th 
ac t iva t ion

 - Turns  o f f  2 .5  minutes 
a f te r  opera t ion

 - 0 .8  W Stand-by  Power

LIGHTING 
LED LIGHT

CARTON

Per  second
for  door 
to  move 

downward

130 mm

130 mm

S H I P P I N G .
SHIPPING WEIGHT 
( in  kg )

EVOLUTION RADIO (Securi ty+ 2.0®)

205 mm

110 m
m

380 mm

TX
4

EV
F

Max.

Max.
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5,75 m

3,25 mMax 150 kg

L M 1 0 0 E V F  1 0 0 0 N
M Y Q  D C  G A R A G E  D O O R  O P E N E R
F O R  D O O R S  U P  T O  1 5 0  K G

M a i n t e n a n c e - f r e e ,  u l t r a - q u i e t  i n c l u d i n g  L E D  l i g h t .  

M Y Q  D C  G A R A G E  D O O R  O P E N E R 
L M 1 0 0 E V F

K E Y  F E A T U R E SSPACE-SAVING
Des ign max imizes 
versa t i l i t y

MYQ 
Bui l t  In

LED LIGHT  
LED turns  on  wi th  ac t iva t ion

LIFTING 
For  doors  up  to  150 kg

INCLUDED ACCESSORIES:

1
2

8
EV

4 -CHANNEL
REMOTE CONTROL  

Opera tes  up to  4  openers . Compact  to 

prov ide  qu ick , easy  garage access .

POWERFUL ADD-ONS:

8
2

8
EV

8
2

9
EV

7
4

7
EV

FLA
1

-LED
7

7
2

E

INTERNET GATEWAY  
MyQ ® techno logy  tha t  connects  to  the 

in ternet  and a l lows moni tor ing  and 

cont ro l  o f  the  garage door  opener.

GARAGE DOOR MONITOR  
MyQ enab led  techno logy  a l lows 

moni tor ing  and clos ing  up to  four  garage 

doors  f rom any  room in  the  house.

LED FLASHING LIGHT   
Lamp f lashes  whi le  the  dr ive

is  in  ac t ion . App l icab le  fo r  a l l

garage door  and ga te  door  openers .

5.5

M A S T E R F U L  E N G I N E E R I N G .

 - Res ident ia l -Duty  24 V  DC 

 - Automat ic  Thermal  Pro tec t ion

 - Permanent  Lubr ica t ion

 - Opera t ing  Tempera ture : -30°C 

to  55°C

MOTOR
 - 230-240 V  AC

 - 50/60 Hz  Vo l tage

 - 0 .8  W Stand-by  Power

 - 80 cm Power  Cord 

(Euro  p lug ) 1

POWER

 - High Qual i ty  Chass is  and Cover 

 - Rel iable  & Quiet  Bel t  Dr ive  Mechan ism

 - Automat ic  Force  Set t ing  

 - Electronic  L imits  fo r  Easy  Setup

 - Maintenance-Free  Opera t ion  thanks  to  Be l t  Dr ive

 - 90° Rotat ion of  Power  Head  fo r  Space Sav ing

1 0 0 0 N
MYQ  DC GARAGE DOOR OPENER 

FOR DOORS UP TO 150 KG.

 - Ex terna l  Qu ick  Re lease (opt iona l )

 - Automat ic  Tro l ley  Reconnect

 - Down Safe ty  Reverse

 - Up Safe ty  S top

 - F lash ing  L ight  Connector

 - Door- in-Door  Connector

 - Timer  to  C lose  (automat ic  close )  Programming (when safe ty 
sensors  connected)

S A F E T Y  A N D  S E C U R I T Y .

SE
CU

RE
CARTON:  39.5  cm x  19.5  cm x  24 cm

 - Garage Door  Opener  Head (1000N)

 - Two 4-But ton  Remote  Cont ro l  (TX4EVF)

 - 2-But ton  Wi re less  Wal l  Cont ro l  (128EV)

 - Prov ides  2-way communica t ion 
f rom garage door  opener  
and MyQ accessor ies . 

 - Enab les  moni tor ing  and cont ro l  o f 
garage door  openers  cont ro ls  v ia 
smar tphone, tab le t  o r  computer.

 - Rece iver  wi th  180 memory 
reg is ters .

HOMELINK® COMPATIBLE 
(VERSION V OR SOFTWARE REV. 8)2

SM
AR

T MyQ RADIO

433/868 MHz

S T A N D A R D  S P E C S .

MECHANICS

4-But ton Remote Contro l  (TX4EVF) 
 - Remote  Cont ro l : 868 MHz Tr i -Band
 - Garage Door  Opener : Frequency  Ag i le 
on  433 and 868 MHz
 - Copy-Pro tec ted  Cod ing

Per  second
for  door  
to  move  
upward

EL
EC

TR
IC

AL

 - LED turns  on  wi th 
ac t iva t ion

 - Turns  o f f  2 .5  minutes 
a f te r  opera t ion

 - 0 .8  W Stand-by  Power

LIGHTING 
LED LIGHT

CARTON

Per  second
for  door 
to  move 

downward

200 mm

200 mm

S H I P P I N G .
SHIPPING WEIGHT 
( in  kg )

205 mm

110 m
m

380 mm

FAILSAFE SAFETY SENSOR 
2-wi re  sys tem wi th  L i f tMaster  s igna l

IP44, range 15 meters .

WIRELESS KEYPAD   
Prov ides  conven ient , secure  access

f rom outs ide  the  garage wi th  a  4-d ig i t 

P IN , temporar y  P IN poss ib le .

EVOLUTION RADIO (Securi ty+ 2.0®)

1 UK adapter available.

2 May require an external adapter depending on the model and year of your vehicle. Visit HomeLink.com 
for additional information. 

High Range: 

QUIET DC MOTOR ELIMINATES NOISE AND VIBRATIONS THROUGH THE 
CEILING AND PROVIDES SMOOTH OPERATION.

HEAVY-LIFTING POWER  OPERATES DOORS UP TO 150 KG.

MAINTENANCE-FREE BELT  DRIVE  ENSURES QUIET & DURABLE OPERATION.

WARRANTY  MOTOR: 8 YEARS, CONTROL BOARD: 5 YEARS, ACCESSORIES: 
2 YEARS. 

SMART
SPACE-SAVING DESIGN OPENS UP THE CE IL ING.

BELT DRIVE SYSTEM FOR POWERFUL PERFORMANCE.

SOFT-START AND SOFT-STOP FOR SMOOTH OPERATION.

MYQ MOBILE APP LETS USERS RECEIVE ALERTS AND CONTROL THE 
OPENER FROM ANYWHERE.

AUTOMATIC GARAGE DOOR OPENERS IMPEDE UNAUTHORIZED ACCESS 
TO THE GARAGE.

TIMER-TO-CLOSE AUTOMATICALLY CLOSES THE DOOR AFTER A PRESET  
AMOUNT OF T IME.  

EVOLUTION RADIO (SECURITY+ 2.0®)  SENDS A NEW CODE WITH EVERY 
REMOTE CL ICK.

AUTOMATIC FORCE SETTING & OBSTACLE DETECTION.  

QUIET AND RELIABLE

SECURE & SAFE

2-BUTTON WIRELESS
WALL CONTROL  

Opera tes  up to  2  openers . Cont ro l  your 

garage door  wi thout  a  remote  cont ro l .

TX
4

EV
F

Max.

Max.
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5,5 m

3 mMax 130 kg

L M 8 0 E V F  8 0 0 N
M Y Q  D C  G A R A G E  D O O R  O P E N E R
F O R  D O O R S  U P  T O  1 3 0  K G

M a i n t e n a n c e - f r e e ,  u l t r a - q u i e t  i n c l u d i n g  L E D  l i g h t .  

M Y Q  D C  G A R A G E  D O O R  O P E N E R 
L M 8 0 E V F

K E Y  F E A T U R E SSPACE-SAVING
Des ign max imizes 
versa t i l i t y

MYQ 
Bui l t  In

LED LIGHT  
LED turns  on  wi th  ac t iva t ion

LIFTING 
For  doors  up  to  130 kg

INCLUDED ACCESSORIES:

1
2

8
EV

4 -CHANNEL
REMOTE CONTROL  

Opera tes  up to  4  openers . Compact  to 

prov ide  qu ick , easy  garage access .

POWERFUL ADD-ONS:

8
2

8
EV

8
2

9
EV

7
4

7
EV

FLA
1

-LED
7

7
2

E

INTERNET GATEWAY  
MyQ ® techno logy  tha t  connects  to  the 

in ternet  and a l lows moni tor ing  and 

cont ro l  o f  the  garage door  opener.

GARAGE DOOR MONITOR  
MyQ enab led  techno logy  a l lows 

moni tor ing  and clos ing  up to  four  garage 

doors  f rom any  room in  the  house.

WIRELESS KEYPAD 
Prov ides  conven ient , secure  access

f rom outs ide  the  garage wi th  a  4-d ig i t 

P IN , temporar y  P IN poss ib le .

LED FLASHING LIGHT   
Lamp f lashes  whi le  the  dr ive

is  in  ac t ion . App l icab le  fo r  a l l

garage door  and ga te  door  openers .

FAILSAFE SAFETY SENSOR 
2-wi re  sys tem wi th  L i f tMaster  s igna l

IP44, range 15 meters .

5.5

M A S T E R F U L  E N G I N E E R I N G .

 - Res ident ia l -Duty  24 V  DC 

 - Automat ic  Thermal  Pro tec t ion

 - Permanent  Lubr ica t ion

 - Opera t ing  Tempera ture : -30°C 

to  55°C

MOTOR
 - 230-240 V  AC

 - 50/60 Hz  Vo l tage

 - 0 .8  W Stand-by  Power

 - 80 cm Power  Cord 

(Euro  p lug ) 1

POWER

 - High Qual i ty  Chass is  and Cover 

 - Rel iable  & Quiet  Bel t  Dr ive  Mechan ism

 - Automat ic  Force  Set t ing  

 - Electronic  L imits  fo r  Easy  Setup

 - Maintenance-Free  Opera t ion  thanks  to  Be l t  Dr ive

 - 90° Rotat ion of  Power  Head  fo r  Space Sav ing

8 0 0 N
MYQ  DC GARAGE DOOR OPENER 

FOR DOORS UP TO 130 KG.

 - Ex terna l  Qu ick  Re lease (opt iona l )

 - Automat ic  Tro l ley  Reconnect

 - Down Safe ty  Reverse

 - Up Safe ty  S top

 - F lash ing  L ight  Connector

 - Door- in-Door  Connector

 - Timer  to  C lose  (automat ic  close )  Programming (when safe ty 
sensors  connected)

S A F E T Y  A N D  S E C U R I T Y .

SE
CU

RE
CARTON:  39.5  cm x  19.5  cm x  24 cm

 - Garage Door  Opener  Head (800N)

 - Two 4-But ton  Remote  Cont ro l  (TX4EVF)

 - 2-But ton  Wi re less  Wal l  Cont ro l  (128EV)

 - Prov ides  2-way communica t ion 
f rom garage door  opener  
and MyQ accessor ies . 

 - Enab les  moni tor ing  and cont ro l  o f 
garage door  openers  cont ro ls  v ia 
smar tphone, tab le t  o r  computer.

 - Rece iver  wi th  180 memory 
reg is ters .

HOMELINK® COMPATIBLE 
(VERSION V OR SOFTWARE REV. 8)2

SM
AR

T MyQ RADIO

433/868 MHz

S T A N D A R D  S P E C S .

MECHANICS

4-But ton Remote Contro l  (TX4EVF) 
 - Remote  Cont ro l : 868 MHz Tr i -Band
 - Garage Door  Opener : Frequency  Ag i le 
on  433 and 868 MHz
 - Copy-Pro tec ted  Cod ing

Per  second
for  door  
to  move  
upward

EL
EC

TR
IC

AL

 - LED turns  on  wi th 
ac t iva t ion

 - Turns  o f f  2 .5  minutes 
a f te r  opera t ion

 - 0 .8  W Stand-by  Power

LIGHTING 
LED LIGHT

CARTON

Per  second
for  door 
to  move 

downward

200 mm

200 mm

S H I P P I N G .
SHIPPING WEIGHT 
( in  kg )

205 mm

110 m
m

380 mm

EVOLUTION RADIO (Securi ty+ 2.0®)

1 UK adapter available.

2 May require an external adapter depending on the model and year of your vehicle. Visit HomeLink.com 
for additional information. 

High Range: 

QUIET DC MOTOR ELIMINATES NOISE AND VIBRATIONS THROUGH THE 
CEILING AND PROVIDES SMOOTH OPERATION.

HEAVY-LIFTING POWER  OPERATES DOORS UP TO 130 KG.

MAINTENANCE-FREE BELT  DRIVE  ENSURES QUIET & DURABLE OPERATION.

WARRANTY  MOTOR: 6 YEARS, CONTROL BOARD: 5 YEARS, ACCESSORIES:  
2 YEARS. 

SMART
SPACE-SAVING DESIGN OPENS UP THE CE IL ING.

BELT DRIVE SYSTEM FOR POWERFUL PERFORMANCE.

SOFT-START AND SOFT-STOP FOR SMOOTH OPERATION.

MYQ MOBILE APP LETS USERS RECEIVE ALERTS AND CONTROL THE 
OPENER FROM ANYWHERE.

AUTOMATIC GARAGE DOOR OPENERS IMPEDE UNAUTHORIZED ACCESS 
TO THE GARAGE.

TIMER-TO-CLOSE AUTOMATICALLY CLOSES THE DOOR AFTER A PRESET  
AMOUNT OF T IME.  

EVOLUTION RADIO (SECURITY+ 2.0®)  SENDS A NEW CODE WITH EVERY 
REMOTE CL ICK.

AUTOMATIC FORCE SETTING & OBSTACLE DETECTION.  

QUIET AND RELIABLE

SECURE & SAFE

2-BUTTON WIRELESS
WALL CONTROL  

Opera tes  up to  2  openers . Cont ro l  your 

garage door  wi thout  a  remote  cont ro l .

TX
4

EV
F

Max.

Max.
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5 m

2,5 mMax 100 kg

L M 6 0 E V F  6 0 0 N
M Y Q  D C  G A R A G E  D O O R  O P E N E R
F O R  D O O R S  U P  T O  1 0 0  K G

M a i n t e n a n c e - f r e e ,  u l t r a - q u i e t  i n c l u d i n g  L E D  l i g h t .  

M Y Q  D C  G A R A G E  D O O R  O P E N E R 
L M 6 0 E V F

K E Y  F E A T U R E SSPACE-SAVING
Des ign max imizes 
versa t i l i t y

MYQ 
Bui l t  In

LED LIGHT  
LED turns  on  wi th  ac t iva t ion

LIFTING 
For  doors  up  to  100 kg

INCLUDED ACCESSORIES:

2-CHANNEL
REMOTE CONTROL  

Opera tes  up to  4  openers . Compact  to 

prov ide  qu ick , easy  garage access .

POWERFUL ADD-ONS:

8
2

8
EV

8
2

9
EV

7
4

7
EV

FLA
1

-LED
7

7
2

E

INTERNET GATEWAY  
MyQ ® techno logy  tha t  connects  to  the 

in ternet  and a l lows moni tor ing  and 

cont ro l  o f  the  garage door  opener.

GARAGE DOOR MONITOR  
MyQ enab led  techno logy  a l lows 

moni tor ing  and clos ing  up to  four  garage 

doors  f rom any  room in  the  house.

LED FLASHING LIGHT   
Lamp f lashes  whi le  the  dr ive

is  in  ac t ion . App l icab le  fo r  a l l

garage door  and ga te  door  openers .

FAILSAFE SAFETY SENSOR 
2-wi re  sys tem wi th  L i f tMaster  s igna l

IP44, range 15 meters .

4.8

M A S T E R F U L  E N G I N E E R I N G .

 - Res ident ia l -Duty  24 V  DC 

 - Automat ic  Thermal  Pro tec t ion

 - Permanent  Lubr ica t ion

 - Opera t ing  Tempera ture : -30°C 

to  55°C

MOTOR
 - 230-240 V  AC

 - 50/60 Hz  Vo l tage

 - 0 .8  W Stand-by  Power

 - 80 cm Power  Cord 

(Euro  p lug ) 1

POWER

 - High Qual i ty  Chass is  and Cover 

 - Rel iable  & Quiet  Bel t  Dr ive  Mechan ism

 - Automat ic  Force  Set t ing  

 - Electronic  L imits  fo r  Easy  Setup

 - Maintenance-Free  Opera t ion  thanks  to  Be l t  Dr ive

 - 90° Rotat ion of  Power  Head  fo r  Space Sav ing

6 0 0 N
MYQ  DC GARAGE DOOR OPENER 

FOR DOORS UP TO 100 KG.

 - Ex terna l  Qu ick  Re lease (opt iona l )

 - Automat ic  Tro l ley  Reconnect

 - Down Safe ty  Reverse

 - Up Safe ty  S top

 - F lash ing  L ight  Connector

 - Door- in-Door  Connector

 - Timer  to  C lose  (automat ic  close )  Programming (when safe ty 
sensors  connected)

S A F E T Y  A N D  S E C U R I T Y .

SE
CU

RE
CARTON:  39.5  cm x  19.5  cm x  24 cm

 - Garage Door  Opener  Head (600N)

 - Two 4-But ton  Remote  Cont ro l  (TX4EVF)

 - Prov ides  2-way communica t ion 
f rom garage door  opener  
and MyQ accessor ies . 

 - Enab les  moni tor ing  and cont ro l  o f 
garage door  openers  cont ro ls  v ia 
smar tphone, tab le t  o r  computer.

 - Rece iver  wi th  180 memory 
reg is ters .

HOMELINK® COMPATIBLE 
(VERSION V OR SOFTWARE REV. 8)2

SM
AR

T MyQ RADIO

433/868 MHz

S T A N D A R D  S P E C S .

MECHANICS

4-But ton Remote Contro l  (TX4EVF) 
 - Remote  Cont ro l : 868 MHz Tr i -Band
 - Garage Door  Opener : Frequency  Ag i le 
on  433 and 868 MHz
 - Copy-Pro tec ted  Cod ing

Per  second
for  door  
to  move  
upward

EL
EC

TR
IC

AL

 - LED turns  on  wi th 
ac t iva t ion

 - Turns  o f f  2 .5  minutes 
a f te r  opera t ion

 - 0 .8  W Stand-by  Power

LIGHTING 
LED LIGHT

CARTON

Per  second
for  door 
to  move 

downward

160 mm

160 mm

S H I P P I N G .
SHIPPING WEIGHT 
( in  kg )

205 mm

110 m
m

380 mm

WIRELESS KEYPAD   
Prov ides  conven ient , secure  access

f rom outs ide  the  garage wi th  a  4-d ig i t 

P IN , temporar y  P IN poss ib le .

EVOLUTION RADIO (Securi ty+ 2.0®)

1 UK adapter available.

2 May require an external adapter depending on the model and year of your vehicle. Visit HomeLink.com 
for additional information. 

High Range: 

QUIET DC MOTOR ELIMINATES NOISE AND VIBRATIONS THROUGH THE 
CEILING AND PROVIDES SMOOTH OPERATION.

HEAVY-LIFTING POWER  OPERATES DOORS UP TO 100 KG.

MAINTENANCE-FREE BELT  DRIVE  ENSURES QUIET & DURABLE OPERATION.

WARRANTY  MOTOR: 5 YEARS, CONTROL BOARD: 5 YEARS, ACCESSORIES:  
2 YEARS. 

SMART
SPACE-SAVING DESIGN OPENS UP THE CE IL ING.

BELT DRIVE SYSTEM FOR POWERFUL PERFORMANCE.

SOFT-START AND SOFT-STOP FOR SMOOTH OPERATION.

MYQ MOBILE APP LETS USERS RECEIVE ALERTS AND CONTROL THE 
OPENER FROM ANYWHERE.

AUTOMATIC GARAGE DOOR OPENERS IMPEDE UNAUTHORIZED ACCESS 
TO THE GARAGE.

TIMER-TO-CLOSE AUTOMATICALLY CLOSES THE DOOR AFTER A PRESET  
AMOUNT OF T IME.  

EVOLUTION RADIO (SECURITY+ 2.0®)  SENDS A NEW CODE WITH EVERY 
REMOTE CL ICK.

AUTOMATIC FORCE SETTING & OBSTACLE DETECTION.  

QUIET AND RELIABLE

SECURE & SAFE

TX
4

EV
F

1
2

8
EV

2 -BUTTON WIRELESS
WALL CONTROL  

Opera tes  up to  2  openers . Cont ro l  your 

garage door  wi thout  a  remote  cont ro l .

Max.

Max.

21.6 cm

7.6 cm

6.4 cm

 ≥ 3.81 cm

Ø 80-120 mm

Ø 25,4 mm
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3.5 m

2,25 mMax 90 kg

L M 5 5 E V F  6 0 0 N
D C  G A R A G E  D O O R  O P E N E R
F O R  D O O R S  U P  T O  9 0  K G

M a i n t e n a n c e - f r e e ,  u l t r a - q u i e t  i n c l u d i n g  L E D  l i g h t .  

 D C  G A R A G E  D O O R  O P E N E R 
L M 5 5 E V F

K E Y  F E A T U R E S

SPACE-SAVING
Des ign max imizes 
versa t i l i t y

LED LIGHT  
LED turns  on  wi th  ac t iva t ion

LIFTING 
For  doors  up  to  90 kg

INCLUDED ACCESSORIES:

4-CHANNEL
REMOTE CONTROL  

Opera tes  up to  4  openers . Compact  to 

prov ide  qu ick , easy  garage access .

POWERFUL ADD-ONS:

7
4

7
EV

7
5

EV

I LLUMINATED PUSH BUTTON    
Wi red  push but ton .

1
2

8
EV

4

M A S T E R F U L  E N G I N E E R I N G .

 - Res ident ia l -Duty  24 V  DC 

 - Automat ic  Thermal  Pro tec t ion

 - Permanent  Lubr ica t ion

 - Opera t ing  Tempera ture : -30°C 

to  55°C

MOTOR
 - 230-240 V  AC

 - 50/60 Hz  Vo l tage

 - 0 .8  W Stand-by  Power

 - 80 cm Power  Cord 

(Euro  p lug ) 1

POWER

 - High Qual i ty  Chass is  and Cover 

 - Rel iable  & Quiet  Bel t  Dr ive  Mechan ism

 - Automat ic  Force  Set t ing  

 - Electronic  L imits  fo r  Easy  Setup

 - Maintenance-Free  Opera t ion  thanks  to  Be l t  Dr ive

6 0 0 N
 DC GARAGE DOOR OPENER 

FOR DOORS UP TO 90 KG.

 - Ex terna l  Qu ick  Re lease (opt iona l )

 - Automat ic  Tro l ley  Reconnect

 - Down Safe ty  Reverse

 - Up Safe ty  S top

 - Timer  to  C lose  (automat ic  close )  Programming (when safe ty 
sensors  connected)

S A F E T Y  A N D  S E C U R I T Y .

SE
CU

RE
CARTON:  39.5  cm x  24.3  cm x  23.5  cm

 - Garage Door  Opener  Head (600N)

 - Two 4-But ton  Remote  Cont ro l  (TX4EVF)

 - Prov ides  2-way communica t ion 
f rom garage door  opener  
and accessor ies . 

 - Rece iver  wi th  40 memory 
reg is ters .

HOMELINK® COMPATIBLE 
(VERSION V OR SOFTWARE REV. 8)2

SM
AR

T RADIO

433/868 MHz

S T A N D A R D  S P E C S .

MECHANICS

4-But ton Remote Contro l  (TX4EVF) 
 - Remote  Cont ro l : 868 MHz Tr i -Band
 - Garage Door  Opener : Frequency  Ag i le 
on  433 and 868 MHz
 - Copy-Pro tec ted  Cod ing

Per  second
for  door  
to  move  
upward

EL
EC

TR
IC

AL

 - LED turns  on  wi th 
ac t iva t ion

 - Turns  o f f  2 .5  minutes 
a f te r  opera t ion

 - 0 .8  W Stand-by  Power

LIGHTING 
LED LIGHT

CARTON

Per  second
for  door 
to  move 

downward

100 mm

100 mm

S H I P P I N G .
SHIPPING WEIGHT 
( in  kg )

180 mm

110 m
m

325 mm

WIRELESS KEYPAD   
Prov ides  conven ient , secure  access

f rom outs ide  the  garage wi th  a  4-d ig i t 

P IN , temporar y  P IN poss ib le .

EVOLUTION RADIO (Securi ty+ 2.0®)

1 UK adapter available.

2 May require an external adapter depending on the model and year of your vehicle. Visit HomeLink.com 
for additional information. 

7
7

2
E

FAILSAFE SAFETY SENSOR 
2-wi re  sys tem wi th  L i f tMaster  s igna l

IP44, range 15 meters .

High Range: 

QUIET DC MOTOR ELIMINATES NOISE AND VIBRATIONS THROUGH THE 
CEILING AND PROVIDES SMOOTH OPERATION.

HEAVY-LIFTING POWER  OPERATES DOORS UP TO 90 KG.

MAINTENANCE-FREE BELT  DRIVE  ENSURES QUIET & DURABLE 
OPERATION.

WARRANTY  MOTOR: 3 YEARS, CONTROL BOARD: 3 YEARS, ACCESSORIES:  
2 YEARS. 

SMART
SPACE-SAVING DESIGN OPENS UP THE CE IL ING.

BELT DRIVE SYSTEM FOR POWERFUL PERFORMANCE.

SOFT-START AND SOFT-STOP FOR SMOOTH OPERATION.

AUTOMATIC GARAGE DOOR OPENERS IMPEDE UNAUTHORIZED ACCESS 
TO THE GARAGE.

TIMER-TO-CLOSE AUTOMATICALLY CLOSES THE DOOR AFTER A PRESET  
AMOUNT OF T IME.  

EVOLUTION RADIO (SECURITY+ 2.0®)  SENDS A NEW CODE WITH EVERY 
REMOTE CL ICK.

AUTOMATIC FORCE SETTING & OBSTACLE DETECTION.  

QUIET AND RELIABLE

SECURE & SAFE

2-BUTTON WIRELESS
WALL CONTROL  

Opera tes  up to  2  openers . Cont ro l  your 

garage door  wi thout  a  remote  cont ro l .

TX
4

EV
F

Max.

Max.
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F E A T U R E S  O V E R V I E W L M 5 5 E V F L M 6 0 E V F L M 8 0 E V F L M 1 0 0 E V F L M 1 3 0 E V F

DOOR WIDTH  

 1-P IECE GARAGE DOOR (mm) 3500 5000 5500 5750 6000

 SECTIONAL GARAGE DOOR (mm) 3500 5000 5500 5750 6000

 CANOPY DOOR (mm)  n /a 3000 3500 3500 4000

DOOR HE IGHT 

 1-P IECE GARAGE DOOR 2250 2500 3000 3250 3500

 SECTIONAL GARAGE DOOR 2250 2500 3000 3250 3500

 CANOPY DOOR n/a 2500 2500 2500 2500

GARAGE DOOR WEIGHT 90 kg 100 kg 130 kg 150 kg 200 kg

PULL ING FORCE MAX. (N ) 600 600 800 1000 1300

VOLTAGE 220-240 V  AC 220-240 V  AC 220-240 V  AC 220-240 V  AC 220-240 V  AC

FREQUENCY 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz

SOFT-START -  SOFT-STOP /  SPEED MAXIMUM (mm/SEC) yes  /  100 yes  /  160 yes  /  200 yes  /  200 yes  /  130

STANDBY POWER CONSUMPTION (WATT) max. 0 .8 max. 0 .8 max. 0 .8 max. 0 .8 max. 0 .8

DUTY CYCLE S2 -  4min S2 -  4min S2 -  4min S2 -  4min S2 -  4min

WARRANTY /  CYCLES (UP/DOWN=1X) 5000 10.000 10.000 15.000 15.000

WARRANTY /  YEARS FOR RESIDENTIAL USE 2 5 5 5 5

MOTOR WARRANTY /  YEARS FOR THE MOTOR RESIDENTIAL USE 3 5 6 8 10

WARRANTY /  YEARS FOR LOGIC BOARD 3 5 5 5 5

ROTATION OF POWER HEAD (SPACE SAVING OPTION) no yes yes yes yes

AUTOMATIC L IGHT DELAY yes  2 .5  min yes  2 .5  min yes  2 .5  min yes  2 .5  min yes  2 .5min

ELECTRONIC TRAVEL PROGRAMMING yes yes yes yes yes

MYQ SMART PHONE COMPATIBLE (WITH 828EV) no yes yes yes yes

GARAGE DOOR MONITORING (UP/DOWN)  AUDIBLE & V IS IBLE (WITH 829EV) no yes yes yes yes

APPLE ( IOS) , ANDROID COMPATIBLE (OPEN, CLOSE, MONITOR & ALERTS) , WITH 828EV no yes/ f ree yes/ f ree yes/ f ree yes/ f ree

AUTOMATIC FORCE LEARNING yes yes yes yes yes

PUSH BUTTON CONNECTOR yes yes yes yes yes

DOOR- IN-DOOR CONNECTOR no yes yes yes yes

IR  SENSOR CONTACT yes yes yes yes yes

FLASHING L IGHT CONNECTOR no yes yes yes yes

30V OUTPUT POWER FOR EXTERNAL RECEIVER yes yes yes yes yes

UP-STOP-DOWN 2-CHANNEL PROGRAMMING W. TRANSMITTER no yes yes yes yes

T IMER TO CLOSE (AUTOMATIC CLOSE)  PROGRAMMING (WITH SAFETY SENSORS) yes yes yes yes yes

2ND DOOR STOP POSIT ION PROGRAMMING no yes yes yes yes

HOLIDAY MODE (D ISABLE OF RADIO)  US ING 78EV no yes yes yes yes

RECEIVER TYPE EVO,6-Band EVO,7-Band EVO,7-Band EVO,7-Band EVO,7-Band

MEMORY 40 180 180 180 180

FREQUENCIES 433 & 868 MHz 433 & 868 MHz 433 & 868 MHz 433 & 868 MHz 433 & 868 MHz

TRANSMITTER CODING SCHEME
Evo lu t ion  Rad io

(Secur i ty+ 2 .0®)

Evo lu t ion  Rad io

(Secur i ty+ 2 .0 ®)

Evo lu t ion  Rad io

(Secur i ty+ 2 .0 ®)

Evo lu t ion  Rad io

(Secur i ty+ 2 .0 ®)

Evo lu t ion  Rad io

(Secur i ty+ 2 .0 ®)

TRANSMITTER TYPE (NUMBER OF CHANNELS) 4 4 4 4 4

RAIL  PROFILE IN  MM 30 30 30 30 30

E V O L U T I O N  G A R A G E  D O O R  O P E N E R S .
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Left hand   
installation

Right hand   
installation

Minimum distance from 
edge of curtain to edge 
of door bracket 45 mm

L M 7 5 0 E V G B  5 5 0 N
M Y Q  D C  R O L L I N G  D O O R  O P E N E R
F O R  D O O R S  U P  T O  1 2 0  K G

F a s t ,  s i l e n t  &  p o w e r f u l  D C  m o t o r  w i t h  s o f t  s t a r t  a n d  s o f t  s t o p . 

M Y Q  D C  R O L L I N G  D O O R  O P E N E R
L M 7 5 0 E V G B

K E Y  F E A T U R E SHEAVY-DUTY
DC MOTOR  
with  automat ic  
fo rce  sens ing

LIFTING 
For  doors  up  to  120 kg

QUIET AND RELIABLE
QUIET DC MOTOR 59 DB NOISE LEVEL  ELIMINATES NOISE AND VIBRATIONS 
THROUGH THE CEILING AND PROVIDES SMOOTH OPERATION.

HEAVY  LIFTING POWER  OPERATES DOORS UP TO 120 KG.  
FOR DOORS UP TO 18m2.

WARRANTY  MOTOR: 5 YEARS, ACCESSORIES: 2 YEARS.

AUTOMATIC GARAGE DOOR OPENERS IMPEDE UNAUTHORISED ACCESS 
TO THE GARAGE.

TIMER-TO-CLOSE2 AUTOMATICALLY CLOSES THE DOOR AFTER A PRESET 
AMOUNT OF T IME.

EVOLUTION RADIO (SECURITY+ 2.0®)  SENDS A NEW CODE WITH EVERY 
REMOTE CL ICK. 

AUTOMATIC FORCE SETT ING & OBSTACLE DETECTION.

AUDIBLE SIGNAL  (OPT IONAL) .

PARTIAL OPENING.

SECURE & SAFE

INCLUDED ACCESSORIES:

LEISTUNGSSTARKES ZUBEHÖR:

7
4

7
EV

SMART
MYQ MOBILE APP LETS USERS RECEIVE ALERTS AND CONTROL THE 
OPENER FROM ANYWHERE.

LOW STANDBY SAVES YOUR MONEY.

SPACE-SAVING DESIGN FOR MORE POSSIB IL IT IES.

SOFT-START AND SOFT-STOP FOR SMOOTH OPERATION.

7
7

2
E

FAILSAFE SAFETY SENSOR 
2-wi re  sys tem wi th  L i f tMaster  s igna l

IP44, range 15 meters .

TX
4

EV
S

4 -CHANNEL
868 MHZ REMOTE CONTROL  

Opera tes  up to  4  openers . Compact  to 

prov ide  qu ick , easy  garage access .

1
2

8
EV

WIRELESS KEYPAD
Prov ides  conven ient , secure  access

f rom outs ide  the  garage wi th  a  4-d ig i t 

P IN , temporar y  P IN poss ib le .

2-BUTTON WIRELESS
WALL CONTROL  

Opera tes  up to  2  openers . Cont ro l  your 

garage door  wi thout  a  remote  cont ro l .

MYQ COMPATIBLE

LED LIGHT  
LED turns  on  wi th  ac t iva t ion

8
2

8
EV

8
2

9
EV

INTERNET GATEWAY2  

MyQ techno logy  tha t  connects  to  the 

in ternet  and a l lows moni tor ing  and 

cont ro l  o f  the  garage door  opener.

GARAGE DOOR MONITOR2  

MyQ enab led  techno logy  a l lows 

moni tor ing  and clos ing  up to  four  garage 

doors  f rom any  room in  the  house.

TX
4

U
N

IF
4 -CHANNEL

UNIVERSAL REMOTE CONTROL  
Opera tes  up to  4  openers . Compact  to 

prov ide  qu ick , easy  garage access .

7
7

1
EV

K

FAILSAFE SAFETY SENSOR 
2-wi re  sys tem wi th  L i f tMaster  s igna l

IP44, range 10 meters .

2 needs safety sensors. 

1 In connection with MyQ. 

1

M A S T E R F U L  E N G I N E E R I N G .

 - Heavy-Duty  24 V  DC

 - Automat ic  Thermal  Pro tec t ion

 - Permanent  Lubr ica t ion

 - Opera t ing  Tempera ture : -25°C 

to  55°C

MOTOR
 - 220-240 V  AC

 - 50/60 Hz  Vo l tage

 - 0 .8  W Stand-by  Power

 - 175 cm Power  Cord  UK

 - High Qual i ty  Chass is  and Cover 

 - Rel iable  & Powerful  Direct  Dr ive  Mechan ism

 - Automat ic  Force  Set t ing 

 - Electronic  L imits  fo r  Easy  Setup

 - Maintenance-Free  Opera t ion

5 5 0 N
 MYQ DC DIRECT DRIVE „ROLLING DOOR”

FOR DOORS UP TO 120 KG.

SE
CU

RE

HOMELINK® COMPATIBLE 
(VERSION V ODER SOFTWARE REV. 8)1

SM
AR

T RADIO

S T A N D A R D  S P E C S .

MECHANICS

EL
EC

TR
IC

AL

LIGHTING 
LED LIGHT

 - Prov ides  2-way communica t ion 
f rom ro l l ing  door  opener  
and accessor ies .

 - Rece iver  wi th  64 memory 
reg is ters .

4-But ton Remote Contro l  (TX4EVS) 
 - Remote  Cont ro l : 868 MHz Tr i-Band
 - Ro l l ing  Door  Opener : Frequency  Ag i le 
on  868, 433.30, 433.92 and 434.54 MHz
 - Copy-Pro tec ted  Cod ing

 - LED turns  on  wi th 
ac t iva t ion

 - Turns  o f f  3  minutes 
a f te r  opera t ion

 - 0 .8  W Stand-by  Power

868 / 433 MHz

EVOLUTION RADIO (Securi ty+ 2.0®)

455 m
m

200 m
m

295 mm

High Range: 

POWER

max. 18 m 2 door  area

7

CARTON:  48.5  cm x  32 cm x  22.5  cm

 - Ro l l ing  Door  Opener  (550N)

 - Two 4-But ton  Remote  Cont ro l (TX4EVS)

 - 2-But ton  Wi re less  Wal l  Cont ro l  (128EV)

CARTON

S H I P P I N G .
SHIPPING WEIGHT 
( in  kg )

 - Ex terna l  Qu ick  Re lease (opt iona l )

 - Down Safe ty  Reverse

 - Up Safe ty  S top

 - Sof t -Star t  and Sof t -Stop

 - Timer  to  C lose  (automat ic  close )  Programming  
(when safe ty  sensors  connected)

S A F E T Y  A N D  S E C U R I T Y .

1  May require an external adapter depending on the model and year of your vehicle. Visit HomeLink.com 
for additional information. 
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O v e r v i e w  C - R a i l s

TECHNICAL DETAILS AND SPECIF ICAT IONS OF THE C-RAIL .

O p e n e r C - R a i l  
m o d e l

R a i l
( m m )

L 1
( m m )

L 2
( m m )

L 3
( m m )

L 4
( m m )

L 5
( m m )

X 1
( m m )

X 2
( m m )

T 1
( m m )

T 2
( m m )

B e l t  l e n g h t 
( m m )

LM60EVF
LM80EVF
LM100EVF
LM130EVF

8023CR5 2998 3183 3053 2498 180 165 380 210 142 110 5688

8323CR5 2998 3183 3053 2498 180 165 380 210 142 110 5688

8025CR5 3187 3372 3242 2687 180 165 380 210 142 110 6072

8030CR5 3696 3881 3751 3196 180 165 380 210 142 110 7096

810CR5 698 Extens ion  fo r  8023CR5 /  8323CR5 7096

840CR5 985 Extens ion  fo r  8030CR5 9080

LM55EVF
8023CR5 2998 3151

/
2498 180 165 320 180 122 100 5688

8323CR5 2998 3151 2498 180 165 320 180 122 100 5688

246
7

74
330

7

25

105

888

39
5436

74
52

8

386 x 2.5

56

60

10 x 8.5

35

28-May-2018 / HGE V1.7

L

L3 - Travel

L4 L5

X

TT2

1

1

1

L2

X2

Not possible
with LM55EVS

LM
55

EV
F

LM
60

EV
F

LM
80

EV
F

LM
10

0E
VF

LM
13

0E
VF

C-Rail
Model Short Descrip�on

Rail
(mm)

L1
(mm)

L2
(mm)

L3
(mm)

L4
(mm)

L5
(mm)

X1
(mm)

X2
(mm)

T1
(mm)

T2
(mm)

Belt length
(mm)

     8023CR5 1-piece rail for 2.3 m door height Belt 2998 3183 3063 2520 180 165 380/325* 205/180* 142 110 5688
     8323CR5 3-piece rail for 2.3 m door height Belt 2998 3183 3063 2520 180 165 380 205 142

3187 3372 3252 2720 180 165 380 205 142

110 5688
     8025CR5

2-piece rail for 2.5 m door height

1-piece rail for 2.5 m door height Belt 3187 3372 3252 2720 180 165 380 205 142 110 6072

6072
   
   

8030CR5
8225CR5

1-piece rail for 3.0 m door height Belt
Belt

3696 3881 3761 3225 180 165 380 205 142 110
110

7096

    810CR5 Extension for 8323CR5 Belt 698 3881 3761 3225 7096
    840CR5 Extension for 8030CR5 Belt 985 4866 4746 4210 9080

Extensions
* LM55EVS/F only

107

6 35

28
64

246
7

74
330

7

25

105

888

39
5436

74
52

8

386 x 2.5

56

60

10 x 8.5

35

28-May-2018 / HGE V1.7

L

L3 - Travel

L4 L5

X

TT2

1

1

1

L2

X2

Not possible
with LM55EVS

LM
55

EV
F

LM
60

EV
F

LM
80

EV
F

LM
10

0E
VF

LM
13

0E
VF

C-Rail
Model Short Descrip�on

Rail
(mm)

L1
(mm)

L2
(mm)

L3
(mm)

L4
(mm)

L5
(mm)

X1
(mm)

X2
(mm)

T1
(mm)

T2
(mm)

Belt length
(mm)

     8023CR5 1-piece rail for 2.3 m door height Belt 2998 3183 3063 2520 180 165 380/325* 205/180* 142 110 5688
     8323CR5 3-piece rail for 2.3 m door height Belt 2998 3183 3063 2520 180 165 380 205 142

3187 3372 3252 2720 180 165 380 205 142

110 5688
     8025CR5

2-piece rail for 2.5 m door height

1-piece rail for 2.5 m door height Belt 3187 3372 3252 2720 180 165 380 205 142 110 6072

6072
   
   

8030CR5
8225CR5

1-piece rail for 3.0 m door height Belt
Belt

3696 3881 3761 3225 180 165 380 205 142 110
110

7096

    810CR5 Extension for 8323CR5 Belt 698 3881 3761 3225 7096
    840CR5 Extension for 8030CR5 Belt 985 4866 4746 4210 9080

Extensions
* LM55EVS/F only

107

6 35

28
64

(004C320144)

(012C0788-1) (004C5502) (041A4036)

LM50EVFF, LM70EVFF, LM70EVFFC

L

L3 - Travel

L4 L5

X

TT2

1

1

1

L2

X2

105

888

39
5436

74
52

8
56

60

10 x 8.5

35
386 x 2.5

330
7

25

246
7

74

LM
50

EV
FF

LM
70

EV
FF

LM
70

EV
FF

C

C-Rail
Model Short Description

Rail
(mm)

L1
(mm)

L2
(mm)

L3
(mm)

L4
(mm)

L5
(mm)

X1
(mm)

X2
(mm)

T1
(mm)

T2
(mm)

Belt 
length
(mm)

● 8323CR5 3-piece rail for 2.3 m door height Belt 2998 3151 - 2498 180 165 320 - 142 110 5688

● ● 8325CR5 3-piece rail for 2.5 m door height Belt 3182 3367 3237 2682 180 165 380 210 142 110 6072

Not possible
with LM50EVFF

107

6 35

28
64

28-Nov-2018 HGE V1.0

76

22

40

139

104

40

76

22
150
110

(012A1028)

(004C320287) (004C320288)

(041A4051)
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A C C E S S O R I E S .

R e m o t e  c o n t r o l s .

W a l l  c o n t r o l s .

A C C E S S O R I E S .

C - R a i l .

R a i l  e x t e n s i o n s .

041A4060 -  CAR KIT CLIP HOLDER 
• C l ip  bracket  fo r  mount ing  the  t ransmi t te r  on  the  sun v isor  (TX2EV, TX4EV, TX4EVS,  

   TX4UNI , TX4UNIS, TX4EVF and TX4UNIF )

•  K i t  includes : cl ip , screwdr iver  and screws

8023CR5 RAIL
 y 1-p iece , 100% pre-

assembled and par t -

tens ioned

 y Tro l ley  t rave l : 2520 mm

 y Tota l  length : 3000 mm

8025CR5 RAIL
 y 1-p iece , 100% pre-

assembled and par t -

tens ioned

 y  Tro l ley  t rave l : 2720 mm

 y Tota l  length : 3190 mm

8030CR5 RAIL
 y 1-p iece , 100% pre-

assembled and par t -

tens ioned

 y  Tro l ley  t rave l : 3225 mm

 y Tota l  length : 3700 mm

8225CR5 RAIL
 y  2-p iece  & one sp l ices , 

pre-assembled (sh ipped 

fo lded) 

 y Tro l ley  t rave l : 2720 mm

 y Tota l  length : 3190 mm

8323CR5 RAIL
 y 3-p iece  & two sp l ices , 

pre-assembled (sh ipped 

fo lded) 

 y Tro l ley  t rave l : 2520 mm

 y Tota l  length : 3000 mm

• 30 mm ra i l  p ro f i le

•  Be l t  (S tee l  re in forced mater ia l , 100% maintenance f ree )

•  Tro l ley  wi th  pre-assembled s t ra ight  door  arm (330 mm)

• Pre- ins ta l led  d isconnect  rope and hand le 

•  Permanent  and momentar y  d isconnect  fea ture

• Cur ved door  arm included (246 mm)

• L in te l  (above door )  b racket  included

• Door  ins ta l la t ion  bracket 

•  Hang ing brackets  (2 )  included packag ing

ONLY ONE RAIL  FOR ALL GARAGE DOOR OPENERS (LM55EVS/F, LM60EVS/F, LM80EVS/F, LM100EVS/F  & LM130EVS/F ) !  

AVA ILABLE IN  1 , 2  OR 3  PARTS.

810CR5-02 Ra i l  ex tens ion  fo r  ra i l  8023CR5 & 8323CR5

• 1-p iece  & 1  sp l ice  & new be l t

•   Tro l ley  t rave l : 3225 mm, to ta l  length : 3700 mm

840CR5 Ra i l  ex tens ion  fo r  ra i l  8030CR5 

• 1-p iece  & 1  sp l ice  & new be l t

•    Tro l ley  t rave l : 4210 mm, to ta l  length : 6570 mm

Al l  ra i l s  a re  made o f  s tee l  in  a  30 mm C-pro f i le .

R e m o t e  c o n t r o l s  –  c a r  k i t  c l i p  h o l d e r .

TX4UNIS -  4-Channel  Universal  transmitter  with 433 MHz EVO, Rol l ing & Bi l l ion 
code
• The s l id ing  cover  prevents  the  consumer  f rom un in tended opera t ion .

•  B lue  LED for  ba t te r y  cont ro l

•  Works  wi th  a l l  L i f tMaster  opera tors  wi th  B i l l i on- , Ro l l ing-  or  EVO code  

  techno logy. The fo l lowing t ransmi t te rs  can be  rep laced by  TX4UNIS, TX4UNI /F, 

   94330E, 94333E, 94335E, 94334E and 4330E, 4333E and 4335E, 94335E, 94334E 

   as  we l l  as  4330E, 4333E, 4335E.

TX4EVS -  4-Channel  transmitter  868 MHz EVO Code
• The s l id ing  cover  prevents  the  consumer  f rom un in tended opera t ion .

•  B lue  LED for  ba t te r y  cont ro l

•  Compat ib le  wi th  the  opera tors  LM55EVS/F, LM60EVS/F, LM80EVS/F, LM100EVS/F  and 

   LM130EVS/F.

TX4EVF 4-CHANNEL TRANSMITTER 868 MHz EVO CODE
TX4UNIF 4-CHANNEL UNIVERSAL TRANSMITTER 433 MHz BILLION-, ROLLING- 
AND EVO CODE

The new t ransmi t te rs , in  our  new d is t ingu ished car  key  type  des ign  are  one o f  the  h igh-

l ights  o f  the  new EVF ser ies . The mat t  b lack  co lour  prov ides  a  ver y  e legant  accessor y 

tha t  one is  proud to  car r y  on  the  key  cha in . The s imple  opera t ion  v ia  the  ex t ra  la rge 

but tons  o f fe r  add i t iona l  comfor t .

TX4EVF  t ransmi t te rs  are  included as  s tandard  on  the  openers  o f  the  EVF ser ies 

(LM55EVF, LM60EVF, LM80EVF, LM100EVF and LM130EVF) .A blue LED  ind ica tes  tha t  i t  i s 

the  TX4EVF  a t  868 MHz f requency.

The TX4UNIF  un iversa l  t ransmi t te r  can be  used wi th  any  L i f tMaster  opera tor  wi th  B i l l i on , 

Ro l l ing  or  EVO code techno logy. The un iversa l  t ransmi t te r  i s  ava i lab le  as  a  sepera te 

accessor y, has  a  white LED  and opera tes  on  433 MHz. I t  can  rep lace  a l l  433 MHz t rans-

mi t te rs  (TX4UNI /S , 94330E, 94333E, 94335E, 94334E as  wel l  as  4330E, 4333E, 4335E) .

78EV -  MULTIFUNCTION WALL CONTROL
• 4  funct ion  wi red  push but ton

• Open/close  the  door

• Swi tch  on/o f f  cour tesy  l igh t

•  Swi tch  on/o f f  rece iver

•  Tra in  the  t ransmi t te r  wi thout  cl imbing up to  the  opera tor  head

75EV -  ILLUMINATED PUSH BUTTON
• Wired  push but ton

• I l lumina ted

128EV -  WIRELESS WALL CONTROL 
• For  Evo lu t ion  rad io

• Wi th  433 Mhz Ro l l ing  code 2  channe ls

• E legant  des ign

• Easy  to  ins ta l l
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C o n v e n i e n c e  d e v i c e s .

S a f e t y  d e v i c e s  w h e n  u s i n g  M y Q  a c c e s s o r i e s .

827EV -  MYQ RADIO LED LIGHTING 
Due to the specia l  shape, s ize and remote connect ion to the dr ive uni t , the luminaire can 

be posi t ioned f lex ib ly  on the wal l  or  cei l ing (wi th in 180cm of  a 220V socket ) .

Contro l  according to indiv idual  requirements possib le thanks to numerous  

opera t ing opt ions: 

• v ia smartphone v ia MyQ app*

• classic opera t ion v ia dr ive uni t  (LM3800W) or  mult i funct ion console (78EV)

• customised with the hand remote TX4EVF, TX4EVS, TXUNIF, TX4UNIS

Light ing: LED, 1500 lm, 4000 k

Dimens ion : 21,59 x  21,59 x  6 ,35 cm

In  order  to  be  compl iant  to  cur rent  EU regu la tor y, IR  sensors  must  be  ins ta l led  to  use  MyQ enab led  accessor ies . The Garage Door  Moni tor 

829EV as  wel l  as  the  In ternet  Ga teway 828EV can be  used wi th  IR  sys tems:

A C C E S S O R I E S .

*Cont ro l  v ia  the  MyQ app requ i res  connect ion  to  the  WIF I  garage door  dr ive  or  to  the  MyQ ga teway 
(828EV) .

NEW!

S a f e t y  d e v i c e s . 

A C C E S S O R I E S .

G770E -  SAFETY SENSOR
• Current  draw: 13 mA max. /  Opera t ing  vo l tage: 6  V, IP56

• For  use  wi th  a l l  L i f tMaster  garage door  openers

• Red l igh t  LED ind ica tes  IR  beam cont inu i ty

828EV -  INTERNET GATEWAY
Revo lu t ionar y  accessor y  wi th  bu i l t - in  MyQ techno logy  tha t  connects  to  the  in ternet  and 

a l lows moni tor ing  and opera t ing  the  garage door  opener  in  or  a round your  home or  f rom 
anywhere in the world  by  us ing  a  smar tphone, a  tab le t  o r  a  computer. I t  u t i l i ses  a 

two-way communica t ion  sys tem. Easy and fast  instal lat ion  th rough in-home router. 

No annua l  ac t iva t ion  fee . Compat ib le  wi th  the  fo l lowing L i f tMaster  products : LM60EVS/F, 

LM80EVS/F, LM100EVS/F, LM130EVS/F.

829EV -  GARAGE DOOR MONITOR
MyQ enab led  techno logy  a l lows monitor ing and closing up to four garage doors 

f rom any  room in  the  house. Green and red  LEDs ind ica te  whether  the  garage door  i s 

open or  closed. Vo lume-cont ro l led  aud ib le  a le r t  when the  garage door  i s  be ing  opened. 

Fast , easy instal lat ion . Compat ib le  wi th  the  fo l lowing L i f tMaster  products : LM60EVS/F, 

LM80EVS/F, LM100EVS/F, LM130EVS/F.

747EV -  WIRELESS KEYPAD 

fo r  Garage Door  Openers  wi th  EVO code 

9747E -  WIRELESS KEYPAD 
fo r  5580KTX, LM3800TX wi th  433Mhz Ro l l ing  code.

Open or  close  garage door  wi thout  us ing  a  remote  cont ro l  o r  key. The L i f tMaster  Wi re less 

Key less  Ent r y  Sys tem can open the  door  us ing  a  pr iva te  4-d ig i t  code. A l lows temporar y 

access  codes  fo r  v is i to rs . Comple te ly  wireless , powered by  one 9-vo l t  ba t te r y  ( inclu-

ded) . Wea therproof  f l ip-up pro tec t ive  cover. Backl i t  keypad  makes numbers  easy  to  see , 

even in  the  dark .

771EV  -   FAILSAFE SAFETY SENSOR
 •  For  use  wi th  a l l  L i f tMaster  garage door  openers

• Current  draw: 20 mA max. , IP44

• Incl . LED ind ica tes  the  IR  sensor ’s  cont inu i ty 

•  2-wi re  sys tem

• 10 meter  range

771EVK -  FAILSAFE SAFETY SENSOR
• For  use  wi th  a l l  L i f tMaster  garage door  openers

• Current  draw: 20 mA max. , IP44

• Incl . LED ind ica tor, wa l l  f i t t ings  and 2  x  10 m cab le

• 2-wi re  sys tem

• 10 meter  range

772E -  FAILSAFE SAFETY SENSOR
• For  use  wi th  a l l  L i f tMaster  garage door  openers

• Modern  and a t t rac t ive  des ign

• IP44, range 15 meters

• 2-wi re  sys tem wi th  L i f tMaster  s igna l

772APE -  MOUNTING PLATE FOR 772E
• Modern  and a t t rac t ive  des ign

• App l icab le  wi th  pro tec t ive  cover  772VPE

772VPE -  PROTECTIVE COVER
• To prevent  acc identa l  damage and vanda l ism for  772E

• Modern  and a t t rac t ive  des ign

600008 -  IR SENSOR STAND – 530 mm
• Un iversa l l y  accommodates  any  IR  sensor

• Powdercoa t  pa in t  f in ish  fo r  rus t  res is tance

• Heavy-duty  s tee l  const ruct ion

77C1 -  ALUMINUM STAND 550 mm (PAIR)
• A lumin ium s tand for  772E

• Modern  des ign

• F lex ib le  use
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77C2 -  IR ALUMINUM STAND 1100 mm
• A lumin ium s tand for  772E

• Modern  des ign

• F lex ib le  use

77C2 -  IR ALUMINUM STAND 1100 mm
• A lumin ium s tand for  772E

• Modern  des ign

• F lex ib le  use

041A9264 -  CABEL TENSION MONITOR FOR LM3800W
• increases  sa fe ty  and prevents  the  door  f rom crash ing down

• cab le  included

841EU -  E-LOCK FOR LM3800W
• Automat ica l l y  locks  the  garage door  ever y  t ime you closed i t

•  12V

• 10 m cabe l

A C C E S S O R I E S .

NEW!

NEW!

16200LM - DOOR-IN-DOOR SWITCH
• For  use  wi th  pedest r ian  doors  wi th in  a  garage door

• Prevents  the  opera tor  f rom act iva t ing  when the  swi tch/pedest r ian  door  i s  open

• Open/close  swi tch , easy  to  connect  to  garage door  opener

• Includes : swi tch  ( IP65)

FLA1-LED -  24V LED FLASHING LIGHT
• Lamp f lashes  whi le  the  dr ive  is  in  ac t ion

• App l icab le  fo r  a l l  garage door  and ga te  door  openers

• Content : lamp wi th  cont ro l  sys tem and mount ing  hardware

B a c k - u p  b a t t e r y .

485EU -  BACK-UP BATTERY FOR LM3800W
• to  be  ins ta l led  in  the  dr ive ’s  in tegra ted  ba t ter y  compar tment

• ready  to  p lug  in  12 V

K e y  l o c k  d e v i c e s .

100034 -  KEYSWITCH 2-FUNCTION, FLUSH MOUNT
• Pro f i le  ha l f  cy l inder

• 75 x  75 x  60 mm, ø  60 x  51 mm deep

• IP54, 3  keys

100041 -  KEYSWITCH 2-FUNCTION, SURFACE MOUNT
• Pro f i le  ha l f  cy l inder

• 75 x  75 x  50 mm

• IP54, 3  keys

A C C E S S O R I E S .

NEW!

EQL01EV -  DOOR HANDLE QUICK RELEASE 2.5 m CORD LENGTH
• For  ex ter io r  manua l  opera t ion

• Use garage door  hand le  and lock

• Includes : cab le , hardware , adapters  and ins t ruc t ions

Q u i c k  r e l e a s e s  f o r  g a r a g e  d o o r  o p e n e r s .

1702EV -  QUICK RELEASE LOCK
• For  ex ter io r  manua l  opera t ion

• 1 .8  m indust r ia l  s t rength  connect ing  cord

• Non-cor ros ive  s ta in less  s tee l  face  p la te

• Ex tens ion  s leeve  fo r  doors  up  to  50 mm

• Connect ion  between cord  and t ro l ley  re lease

• Includes : lock , s leeve , cord , connectors  and two keys
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C a n o p y  d o o r  a r m .

1703REV -  CANOPY DOOR ARM – THE CHAMBERLAIN ARM™
• Espec ia l l y  des igned for  the  un ique requ i rements  o f  Br i t i sh  canopy doors

• De l ivered pre-assembled wi th  an  in tegra l  sa fe ty  guard

• Easy  ins ta l la t ion

• Can open a  canopy door  to  the  fu l l  hor i zonta l  pos i t ion

• Includes : fu l l y  assembled door  arm, s t ra ight  connect ing  arm, hardware  and

   mount ing  templa te

R e c e i v e r .

O t h e r  a c c e s s o r i e s .

860EV -  3-CHANNEL RECEIVER
• 3-channe l  rece iver

•  Channe l  1 : up  to  50 t ransmi t te rs  -  Channe l  2 : up  to  20 t ransmi t te rs  -

   Channe l  3 : up  to  20 t ransmi t te rs

• Compact  des ign

• Compat ib le  to  a l l  TX  t ransmi t te rs  868 MHz and 433 MHz

• IP  ra t ing  IP45 for  outdoor  use

• Swi tch ing  t ime : 250 ms

• Re lay  contacts  : max . 5  A  , 28  V  AC /  DC

• Vo l tage /  Power  : 9-30 V  AC or  9-34 V  DC, 50 mA

A C C E S S O R I E S .

026B0127 -  UK-ADAPTER
• Euro  f la t  p lug  adapter  to  use  in  the  UK

026B0177 -  UK-ADAPTER
• Round p lug  adapter  to  use  in  the  UK

G23015UNI-01 -  15 V AC TRANSFORMER
• Euro  f la t  p lug , GB 3  p in

• Cab le  –  1 .8  m

We are always happy to assist you with any questions you may have and to receive your feedback.  

Call us @ +49 6838 907172 or send us an Email to info@chamberlain.com

WHAT MATTERS

We understand that performance 
is the key to success!

Distinctive ServicesContinuity of Quality and Supply Friendly Multi-Cultural People

… for choosing a LiftMaster product.

S E R V I C E  &  C O N T A C T .

We understand that it is
more than just a good product!

We understand that people and
attitude make the difference!



W e  g i v e  t h e  p o w e r  o f  a c c e s s  a n d  k n o w l e d g e .

CHAMBERLAIN
GROUP

Chambe r l a i n  G r oup  ( CG I )  i s  a  g l o ba l  l e ade r  i n  a c ce s s  s o l u t i o n s  and  p r oduc t s .  A s  t h e

co r po r a t e  pa r en t  c ompany  t o  L i f tMas t e r ®, Chambe r l a i n ®, Me r l i n ® and  G r i f c o ®, we  de s i gn

and  eng i nee r  r e s i d en t i a l  g a r age  doo r  opene r s ,  c omme rc i a l  d oo r  ope r a t o r s  and  ga t e  en t r y

s y s t ems . Ou r  p r oduc t s  a r e  c onnec t ed  t h r ough  ou r  i n no va t i v e  MyQ  Techno l og y, wh i ch

empowe r s  u se r s  t o  c on t r o l  o r  mon i t o r  t h e i r  e n t r y  p o i n t s  t h r ough  sma r t phone  a cces s .

F O R   M O R E   I N F O R M A T I O N ,  V I S I T   C H A M B E R L A I  N G R O U P. C O M
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